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The POD 2 small meeting room is ideal for 2-4 people for 
spontaneous but confidential meetings and as an adaptable 
workspace.

POD 2                                                                                       

MEASUREMENTS

TECHNICAL INFORMATION

AIR FLOW

LIGHTS

Fully automated ventilation controlled by motion sensor. As standard, set to 1 hour and is 
adjustable up to 99 minutes. 
Switch for ventilation.
Air flow 44 l/s.

Fully automated lights controlled by motion sensor. As standard, set to 1 hour and is adjustable 
up to 99 minutes. 
Switch for lights.
2 x LED light set on the ceiling.
A window lamp.
Lumen 1742.

ENERGY CONSUMPTION PER HOUR

SOCKET

Total 0,0449 kWh.
Fans 0,0089 kWh.
Lights 0,036 kWh.
Max load 8 A.

3 x power sockets + 2 x data outlets included.

From the ceiling or floor. 
The length of the  power cord is 3 m.

POWER CONNECTION

WHEELS Installation wheels included.

910 kg
214 kg/m2

EXTERNAL DIMENSIONS

DOOR

INNER DIMENSIONS

WEIGHT

PACKAGE DIMENSIONS

W2500 x D1700 x H2220 mm

9 x 21

W2300 x D1300 x H2040 mm

W1200 x D2520x H1500 mm

17
00

2500

22
20

socket

power supply
(route from ceiling or floor)

data

LEFT
HANDED

RIGHT
HANDED



www.intoconcept.com INTO Concept Ltd reserves a right to make changes to product portfolio as well as moderate, enhancing changes to the products.

MATERIAL DESCRIPTION

EXTERIOR

WINDOW

DOOR

Melamine or veneered frame.

Acoustic panel on the ceiling.
Back wall and floor coated with carpet.

Painted MDF door. Melamine door side panels.
Door handle with satin finished stainless steel.

Laminated acoustic safety glass window 10 mm.
Glass window includes the INTO stripe window taping.

INTERIOR

ADD-ON FEATURES

POD PANEL

OTHER AVAILABLE ADD-ON FEATURES

Clothing hook
Eletronical lock system
Booking system
Smart glass
USB charger
Extra power sockets
AV systems (web camera, microphone)
Automatic fire extinguisher system

ACCESSIBILITY SET

Wheelchair ramp.
Reservation for automatic door.
Automatic door closer.
Hydraulic door closer.
Kick-plates for the door and/or walls.
Vertical and/or horizontal bar handles.

POD PANEL is an acoustic-friendly add-on piece for POD 
rooms. It can be used as a surface to attach notes, plans, 
and other sketches. Panels attaches easily to the POD 
exterior and softens the surrounding sound environment. 

FURNITURE SET

Furnish the POD room with INTO sofas and tables. 
For example: 1 x POINT 700, 2 x POINT 500, 
TOP LIFT HIGH 600 x 800.
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White

SURFACE FINISHES FOR DOOR & DOOR SIDE PANELS

White Dark grey

SURFACE FINISHES FOR POD ROOMS 

STANDARD PRICE, CATEGORY 1

Melamine color options

Ask for more colors: sales@intoconcept.com

Fletco textile floor coverings 

DA: Gulvbelægningsprodukter fra Fletco skal installeres i henhold til Fletcos installationsvejledninger og gældende standarder. E t effektivt og regelmæssigt rengørings- og vedlige-
holdelsesprogram er afgørende for at bibeholde et flot udseende af gulvet. Bemærk: Fletco forbeholder sig ret til at foretage ændringer i produktspecifikationer uden forudgående orientering. Se 
den seneste version af vores tekniske specifikationer på www.fletco.com. 
DE: Fletco-Bodenbeläge müssen gemäß der jeweiligen Fletco-Verlegeempfehlung und dem Stand der Technik verlegt werden.  Die regelmäßige Unterhaltsreinigung ist entscheidend für die 
Sauberkeit, Werterhaltung und das gute Aussehen des Bodenbelags. Fletco behält sich das Recht vor, die technischen Daten zu verändern. Die neueste Version dieser Produktbeschreibung ist 
auf unserer Internetseite www.fletco.com zu finden.  
EN: Fletco flooring products are to be installed in full accordance with Fletco ’s installation instructions and recognised trade standards. An effective, regular cleaning and maintenance 
programme is vital for retaining a high appearance level. Note: Fletco reserve the right to amend this specification without giving prior notice. For the latest version of the technical specifications, 
check our internet site: www.fletco.com. 

Fletco Carpets A/S • Mads Clausens Vej 2 • DK-7441 Bording • Tel.: +45 96 60 30 00 • Fax: +45 96 60 30 60 • www.fletco.com          

IDENTIFICATION STANDARD PRODUCT DATA 

Konstruktion Art der Herstellung Type of manufacture ISO 2424 Tufting 1/10’’ 

Struktur Musterung Structure ISO 2424 Bouclé / Schlinge / loop pile  

Luvmateriale Polmaterial Pile material ISO 2424 100% PA 6.6 Invista Antron® Legacy™ 

Farvemetode Färbemethode Dye method  Continue farvet / continue gefärbt / continue 

Behandling Behandlung Treatment  Fletco Soil Protection 

Mellemvæv Trägermaterial Primary backing ISO 2424 Polyester non woven 

Bagside Rückenausrüstung Secondary backing ISO 2424 Filt / Vlies / felt 

Bredde Breite Width ISO 3018 Ca. 400 cm 

Mønsterrapport Musterrapport Pattern report  -  

Luvhøjde Polschichtdicke Effective pile thickness ISO 1766 Ca. 4,00 mm 

Totalhøjde Gesamtdicke Total thickness ISO 1765 Ca. 7,00 mm 

Luvvægt Poleinsatzgewicht Total pile mass ISO 2424 Ca. 620 g/m2 

Totalvægt Gesamtgewicht Total mass ISO 8543 Ca. 2.600  g/m2 

Løkkeantal Noppenzahl Number of tufts ISO 1763 Ca. 169.500 /m2 

Personopladning Begehtest Stroll test ISO 6356 ≤ 2 kV  

Gennemgangsmodstand Durchgangswiderstand Vertical resistance ISO 10965 - 

Overflademodstand Oberflächenwiderstand Horizontal resistance ISO 10965 - 

Brugsklasse Beanspruchungsbereich Classification for use EN 1307 33 Erhverv - kraftig brug / 33 Objektbereich     
gewerblich - stark / 33 Commercial - heavy 

Komfortvurdering Komfortklasse Luxury rating class EN 1307 LC3 

Trinlydsdæmpning Trittschalldämmung Impact sound reduction ISO 10140 ΔLw ca. 27 dB  

Lydabsorbering Schallabsorption Sound absorption EN ISO 354 - 

Lyddæmpning Schallreduktion Noise reduction EN ISO 354 - 

Varmetransmissionsmodstand Wärmedurchlasswiderstand Thermal conductivity ISO 8302 Ca. 0,11 m2 K/W 

Brandforhold Brandverhalten Flammability EN 13501-1 Cfl – s1  

ABZ-Nr. ABZ-Nr. ABZ-Nr.  Z-156.601-714 

IACG-Nr. IACG-Nr. IACG-Nr.  IACG-37-13-01 

Ex-Dono Quartet 393000  ”Silent Bac” 
Specification according to EN 1307    

EN 14041:2004 
17 

2531-CPR-CXA10107 
 

Ta        

GDm    

Lgie  
393300 393340 393350

STANDARD PRICE, CATEGORY 1

CARPETS FOR POD ROOMS: EX-DONO QUARTET FROM FLETCO | STANDARD PRICE, CATEGORY 1

Composition: Polyester non woven
Static electrical propensity: Antistatic 
Impact sound reduction: 25 dB
Classification for use: Commercial / heavy use
Fire resistant: Yes

CEILING ACOUSTIC PANEL FABRIC: SOUL FROM GABRIEL  | STANDARD PRICE, CATEGORY 1                                     
Composition: 100% wool
Lightfastness: 5-7
Rubbing fastness: 4/wet, 4-5/dry
Sustainability: Complies with STANDARD 100 by OEKO-TEX
Meet Möbelfakta requirements
Cleaning: regular vacuum cleaning
Fire resistant: Yes (S 476 Part 7, class 1 ÖNORM B 3825-B1-3800-Q1 UK)

66104 67039 68131 64086 62059 61196 60182

Veneer options

PRICE CATEGORY 2                                          

American oak

PRICE CATEGORY 2                                     

Clear glass 10 mm

comes with white door panels

Pine American oak Black oak

All our materials comply with M1 
emission classification.




