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POD ROLL                                                                                

POD ROLL is a compact solution for spontaneous meetings and 
independent work. 

TECHNICAL INFORMATION

MEASUREMENTS

LIGHTS Fully automated lights with electronic motion sensor.
Switch for lights.
Ceiling light.
Lumen 2100.

ENERGY CONSUMPTION PER HOUR

SOCKET One power socket on the tabletop + 3 under the table.

From the ceiling or floor. 
The length of the  power cord is 3 m.

POWER CONNECTION

WHEELS Wheels under the POD ROLL makes it easy to turn and move around if needed. 

700 kg
179 kg/m2

EXTERNAL DIMENSIONS

INNER DIMENSIONS

WEIGHT

PACKAGE DIMENSIONS

W2300 x D1700 x H2220 mm

W2000 x D1640 x H1980 mm

2 x pallet: W1000 x D2500 x H1500 mm and W850 x D1700 x H2000 mm

Total 0,014 kWh.
Lights 0,014 kWh.
Max load 8 A.

Solution includes POINT sofas, table, ceiling lamp, power sockets, and wheels. 

TABLE W700 x D1100 x H730 mm
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SURFACE FINISHES FOR POD ROLL | STANDARD PRICE, CATEGORY 1 

Ask for more colors: sales@intoconcept.com

Fletco textile floor coverings 

DA: Gulvbelægningsprodukter fra Fletco skal installeres i henhold til Fletcos installationsvejledninger og gældende standarder. E t effektivt og regelmæssigt rengørings- og vedlige-
holdelsesprogram er afgørende for at bibeholde et flot udseende af gulvet. Bemærk: Fletco forbeholder sig ret til at foretage ændringer i produktspecifikationer uden forudgående orientering. Se 
den seneste version af vores tekniske specifikationer på www.fletco.com. 
DE: Fletco-Bodenbeläge müssen gemäß der jeweiligen Fletco-Verlegeempfehlung und dem Stand der Technik verlegt werden.  Die regelmäßige Unterhaltsreinigung ist entscheidend für die 
Sauberkeit, Werterhaltung und das gute Aussehen des Bodenbelags. Fletco behält sich das Recht vor, die technischen Daten zu verändern. Die neueste Version dieser Produktbeschreibung ist 
auf unserer Internetseite www.fletco.com zu finden.  
EN: Fletco flooring products are to be installed in full accordance with Fletco ’s installation instructions and recognised trade standards. An effective, regular cleaning and maintenance 
programme is vital for retaining a high appearance level. Note: Fletco reserve the right to amend this specification without giving prior notice. For the latest version of the technical specifications, 
check our internet site: www.fletco.com. 

Fletco Carpets A/S • Mads Clausens Vej 2 • DK-7441 Bording • Tel.: +45 96 60 30 00 • Fax: +45 96 60 30 60 • www.fletco.com          

IDENTIFICATION STANDARD PRODUCT DATA 

Konstruktion Art der Herstellung Type of manufacture ISO 2424 Tufting 1/10’’ 

Struktur Musterung Structure ISO 2424 Bouclé / Schlinge / loop pile  

Luvmateriale Polmaterial Pile material ISO 2424 100% PA 6.6 Invista Antron® Legacy™ 

Farvemetode Färbemethode Dye method  Continue farvet / continue gefärbt / continue 

Behandling Behandlung Treatment  Fletco Soil Protection 

Mellemvæv Trägermaterial Primary backing ISO 2424 Polyester non woven 

Bagside Rückenausrüstung Secondary backing ISO 2424 Filt / Vlies / felt 

Bredde Breite Width ISO 3018 Ca. 400 cm 

Mønsterrapport Musterrapport Pattern report  -  

Luvhøjde Polschichtdicke Effective pile thickness ISO 1766 Ca. 4,00 mm 

Totalhøjde Gesamtdicke Total thickness ISO 1765 Ca. 7,00 mm 

Luvvægt Poleinsatzgewicht Total pile mass ISO 2424 Ca. 620 g/m2 

Totalvægt Gesamtgewicht Total mass ISO 8543 Ca. 2.600  g/m2 

Løkkeantal Noppenzahl Number of tufts ISO 1763 Ca. 169.500 /m2 

Personopladning Begehtest Stroll test ISO 6356 ≤ 2 kV  

Gennemgangsmodstand Durchgangswiderstand Vertical resistance ISO 10965 - 

Overflademodstand Oberflächenwiderstand Horizontal resistance ISO 10965 - 

Brugsklasse Beanspruchungsbereich Classification for use EN 1307 33 Erhverv - kraftig brug / 33 Objektbereich     
gewerblich - stark / 33 Commercial - heavy 

Komfortvurdering Komfortklasse Luxury rating class EN 1307 LC3 

Trinlydsdæmpning Trittschalldämmung Impact sound reduction ISO 10140 ΔLw ca. 27 dB  

Lydabsorbering Schallabsorption Sound absorption EN ISO 354 - 

Lyddæmpning Schallreduktion Noise reduction EN ISO 354 - 

Varmetransmissionsmodstand Wärmedurchlasswiderstand Thermal conductivity ISO 8302 Ca. 0,11 m2 K/W 

Brandforhold Brandverhalten Flammability EN 13501-1 Cfl – s1  

ABZ-Nr. ABZ-Nr. ABZ-Nr.  Z-156.601-714 

IACG-Nr. IACG-Nr. IACG-Nr.  IACG-37-13-01 

Ex-Dono Quartet 393000  ”Silent Bac” 
Specification according to EN 1307    

EN 14041:2004 
17 
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CARPETS FOR POD ROOMS: EX-DONO QUARTET FROM FLETCO | STANDARD PRICE, CATEGORY 1

Composition: Polyester non woven
Static electrical propensity: Antistatic 
Impact sound reduction: 25 dB
Classification for use: Commercial / heavy use
Fire resistant: Yes

White Dark grey

Melamine color options

COLOR OPTIONS FOR POD ROLL TABLE | STANDARD PRICE, CATEGORY 1  

NCS S 0500-N 
Structural

TABLE TOP STEEL TUBE BASE

RAL 9016 
white

MATERIAL DESCRIPTION

EXTERIOR

WINDOW

TABLE

Melamine frame.

Floor coated with carpet.
Ceiling and wall covered with upholstered acoustic panels.

MDF table with structural painted top and powder coated steel base.

Laminated acoustic safety glass window 10 mm.
Glass window includes the INTO stripe window taping.

INTERIOR

All our materials comply with M1 
emission classification.
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Ask for more colors: sales@intoconcept.com

SOFA FABRIC FOR POD ROLL: PYTON FROM DELFOS FR  | PRICE CATEGORY 2                                            
 
Synthetic leather
Composition: 77% PVC, 23% CO
Abrasion / Martindale: dry = 51.200 /cycles, wet = 12.800 /cycles
Light fastness: 5
Crocking: 4-5
Breathable
Fire resistant: Yes / Flame retardant, IMO Certificate

1168 Cashmere0796 Negro 1112 Smoke 0793 Mocca

Cleaning: 
Because of its characteristics, clean and care the material frequently, with lukewarm water 
and a damp cloth, preferably of micro fibre. Soiling may be treated with a mild soap and 
proceed next to its drying by using a hairdryer or, failing that, a drymcloth. It should be 
avoided that areas that have been treated for cleaning remain wet

efficient material long-life easy-to-clean aesthetic valuebreathable and flame 
retardant quality

SOFA FABRIC FOR POD ROLL: MAIN LINE FLAX FROM CAMIRA  | STANDARD PRICE, CATEGORY 1                

Composition: 70% Virgin wool, 30% Flax
Durability: 50.000 Martindale
Light fastness: 5
Crocking: 3/wet, 4/dry
Sustainability: Complies with EU ecolabel “The Flower”, Compostable
Cleaning: Vacuuming and dry cleaning
Fire resistant: Yes

MLF02 MLF14 MLF16 MLF19 MLF24 MLF67 MLF37

SOFA FABRIC FOR POD ROLL: SYNERGY FROM CAMIRA  | PRICE CATEGORY 2                                            

Composition: 95% Virgin wool, 5% Polyamide
Durability: 100.000 Martindale
Pilling: 4
Light fastness: 5 
Cleaning: vacuuming and dry cleaning
Fire resistant: Yes

LDS08 LDS16 LDS17 LDS48 LDS56 LDS59 LDS87

SOFA FABRIC FOR POD ROLL: GRAIN/2288 FROM GABRIEL  | PRICE CATEGORY 2                                            

Composition: 80% post-consumer recycled polyester / 20% polyester
Durability: 100.000 Martindale
Pilling: 5
Light fastness: 5-7
Cleaning: wash or dry cleaning
Fire resistant: Yes

61247 62123 64251 66233 68258 60323




